
MODEL
SPECIFICATION

    
GENERAL INFORMATION

Weight

Capcity

Voltage Per Unti
Cells Per Unit

Max. Discharge Current
Internal Resistance

Operating Temprature Range

Normal Operating Temprature Range
Float Charging Voltage
Recommended Maximum Charging Current Limit
Equalization and Cycle Service

Self Discharge

Terminal
Constainer Material

CONSTANT CURRENT DISCHARGE CHARACTERSTICS: A(25°C)

Final Discharge Voltage V/cell
Discharge Current (A)

Constant Voltage
Constant Current

* Every month, recommend inspection every battery voltage.
* Every three months, recommend equilization charge for one time.

Equalization charge method:
Discharge: 100% rate capacity discharge.
Charge: Max. current 0.3CA, constant voltage 2.4-2.45V/Cell charge 24h.

* Effect of temeprature on float charge voltage: -3mV/C/Cell.
* Length of service life will be directly effected by the number of discharge 
cycles, depth of discharge, ambient temprature and charging voltage.

Constant Current:

Fast -0.2 C x 2h + 2.4 - 2.45V / cell x 24h. Maximum Current 0.3C
-0.2 C x 2h + 0.1C x 12h
-0.2 C x 2h + 0.3C x 4h

181(L) X 77 (W) X 167 (H)181(L) X 77 (W) X 167 (H)151(L) X 98 (W) X 95 (H) 181(L) X 77 (W) X 167 (H)

CONSTANT CURRENT DISCHARGE CHARACTERSTICS: W(25°C)

CAPACITY FACTORS WITH DIFFERENT TEMPERATURE
BATTERY TYPE -20°C -10°C 0°C 5°C 10°C 20°C 25°C 30°C 40°C 45°C

6V & 12VGEL
BATTERY

AGM
BATTERY

2V
6V & 12V

2V

50%
60%
46%
55%

70%
75%
66%
70%

83%
85%
76%
80%

85%
88%
83%
85%
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92%

98%
99%
98%
99%

100%
100%
100%
100%

102%
103%
103%
104%

104%
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108%

105%
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110%

DISCHARGE CURRENT VS DISCHARGE VOLTAGE
1.75V

(A) ≤ 0.2C (A) ≥ 1.0C0.2 C < (A) < 1.0C
1.70V 1.60V

CHARGING METHOD

MAINTENANCE & CAUTIONS DIMENSIONS

Shaheen AGMRitar  High Performance Gel Type Battery

Selection Guide

•RT series is a general purpose battery with 5 years design life in
float service.

•It meets with IEC and JIS standards.
•With up-dated AGM value regulated technology and high purity raw

materials, the RT series battery has reliable standby service life.

 
•

•PLC integrated with Siemens module.

•Suitable for UPS/EPS, medical equipments, emergy light and security
systems applications.Technology

RT  12100 RT  12120 RT  12180 RT  12200

S o l a r  S o l u t i o n   |   R i t a r  A G M  G e l  B a t t e r y
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Office 8, Plot 6, Amber Palace, Sindhi Muslim Society, Main Shahra-e-Faisal, Karachi, Pakistan
Phone: +9221 - 34324017  www.shaheenenterprise.com  |  info@shaheenenterprise.com

SHAHEEN ENTERPRISE (Pvt.) Ltd

Shaheen AGMRitar  Gel Type Battery Technical Speci�cation
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10Ah@20hr 
Rate to 1.75V per cell @25°C

12Ah@20hr 
Rate to 1.75V per cell @25°C

18Ah@20hr 
Rate to 1.75V per cell @25°C

20Ah@20hr 
Rate to 1.75V per cell @25°C

Approx 3.20Kg (Tolerance ±4%) 

25°C ± 5°C
13.7 to 13.9 VDC/ unit Average at 25°C

14.6 to 14.8 VDC/ unit Average at 25°C
3 A 3.6 A 5.4 A 6 A

RITAR valve regulated Lead Acid (VRLA) batteries can be stored for more than 6 months at 25°C. 
Self-discharge ratio less than 3% per month at 25°C. Please charge batteries before using.

Faston Tab 187 (F1) / Faston Tab 250(F2) Faston F3/F13

100 A(5sec)
Approx 18 m Ω

Approx 3.6Kg (Tolerance ±4%) Approx 5.0Kg (Tolerance ±4%) Approx 5.90Kg (Tolerance ±4%) 
120 A(5sec) 180 A(5sec) 200 A(5sec)

Approx 16.5 m Ω Approx 14 m Ω Approx 14 m Ω

A.B.S. UL94-HB, UL94-V0 Optional

Discharge: -20°C ~ 60°C
Charge: 0°C ~ 50°C

Storage: -20°C ~ 60°C

Available Battery capacity from 3Ah to 280Ah

Teminal F3 Terminal F13

Teminal F3 Terminal F13

5MIN 1HR 10HR 20HR
39.44
38.02
35.78
32.17
28.82
25.22

6.499
6.413
6.352
6.274
6.187
6.040

1.000
0.989
0.974
0.969
0.953
0.938

0.535
0.531
0.516
0.505
0.485
0.477

5MIN 1HR 10HR 20HR
47.33
45.62
42.94
38.60
34.58
30.26

7.799
7.695
7.622
7.529
7.424
7.248

1.200
1.187
1.169
1.163
1.144
1.126

0.642
0.637
0.619
0.606
0.582
0.572

5MIN 1HR 10HR 20HR
71.00
68.43
64.41
57.90
51.88
45.39

11.70
11.54
11.43
11.29
11.14
10.87

1.799
1.781
1.754
1.745
1.716
1.689

0.963
0.955
0.928
0.909
0.873
0.858

5MIN 1HR 10HR 20HR
78.88
76.03
71.57
64.33
57.64
50.43

13.00
12.83
12.70
12.55
12.37
12.08

1.999
1.979
1.949
1.939
1.906
1.877

1.070
1.061
1.032
1.010
0.969
0.953

F.V / TIME
9.60V
10.0V
10.2V
10.5V
10.8V
11.1V

5MIN 1HR 10HR 20HR
427.8
416.6
396.3
361.7
326.3
287.8

77.69
76.56
75.99
74.96
73.99
72.36

11.98
11.86
11.71
11.63
11.45
11.28

6.421
6.368
6.205
6.100
5.855
5.763

5MIN 1HR 10HR 20HR
513.3
500.0
475.5
434.0
391.6
345.3

93.23
91.87
91.19
89.96
88.79
86.84

14.37
14.24
14.05
13.95
13.74
13.54

7.705
7.642
7.446
7.320
7.026
6.915

5MIN 1HR 10HR 20HR
770.00
749.9
713.3
651.0
587.4
400.8

139.8
137.8
136.8
134.9
133.2
130.3

21.56
21.35
21.08
20.93
20.61
20.31

11.56
11.46
11.17
10.98
10.54
10.37

5MIN 1HR 10HR 20HR
855.5
833.3
792.6
723.4
652.6
575.5

155.4
153.1
152.0
149.9
148.0
144.7

23.95
23.73
23.42
23.26
22.90
22.56

12.84
12.74
12.41
12.20
11.71
11.53

F.V / TIME
9.60V
10.0V
10.2V
10.5V
10.8V
11.1V

AGMRitar 200V


